
60K 70K 100K NTC Temperature Sensor High Precision For
Refrigerator

Basic Information

Dongguan China

linkun

CE / ROHS / UL / TUV / SGS

NTC Temperature Sensor

Negotiation

Negotiation

Export Package / Negotiation

Negotiation

T/T, L/C, Western Union

24 million per year

Product Specification

Excellent Thermal Shock Resistance

Various Home Appliances

Thermistor

-10 To +105c

5K,10K,20K,50K,100K

1-2 (in Still Air)

60K NTC Temperature Sensor, 
Refrigerator NTC Temperature Sensor, 
High Precision 100K Temperature Sensor

for m
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Place of Origin:

Brand Name:

Certification:

Model Number:

Minimum Order Quantity:

Price:

Packaging Details:

Delivery Time:

Payment Terms:

Supply Ability:

Features:

Application:

Type:

Working Temperature
Range(°C):

Resistance Value:

Dissipation Factor(mw/°C):

Highlight:

Dongguan Linkun Electronic Technology Co., Ltd.
lk-thermistor.com
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Product Description

Fast Response High Precision 60K 70K 100K NTC Temperature Sensor For Refrigerator
 
Thermistor probes are invaluable for sensing temperature levels in a variety of industries ranging from HVAC and food
handling to automotive and laboratory research. In such applications, it's critical that the thermistor probe used is accurate to
ensure reliable thermal monitoring.
 
A world-class provider of thermistors and thermistor probes and assemblies, We offers temperature probes designed and built
from the ground up. The thermistors we use are created from a precise blend of raw materials and processed using proprietary
techniques that result in superior discrete components, probes and assemblies.
 
Type NTC(thermistor) Temperature Sensor
Temperatu
re range -50� ~ +300��Customized

Accurancy 1%�5%�10%

RT(25�) 1K�2K�2.2k�2.7k�3K�5K�7K�8K�12K�15K�20K�25K�30K�40K�47K�50K�60K�70K�
100K�200K�230K�250K�470K�500K�1000K�Customized

B value 3274�3435�3470�3928�3950�3977�4100�4200�4400�Customized
Probe
Material Stainless steel SS304� aluminum�copper�plastic�epoxy�glass

Installation Flanged�Surface�Threaded�Plastic�Straight�Film�Customized
Wire
Material Heat shrinkable tube�PVC tube�glass fiber tube� tube

Connector Molex�JST�DuPont�CWB�CJT�U type�Customized
Waterproof IP67�IP68
 
The main technical parameters:
 
1. The rated zero-power resistance value R25 refers to the zero-power resistance value of the thermistor measured at 25°C.
2. B value; defined as the ratio of the difference of the natural logarithm of the zero-power resistance value at two
temperatures to the difference between the two temperatures.
3. Thermal time constant; under zero power conditions, when the temperature changes suddenly, the time required for the
temperature of the thermistor body to change by 63.2% of the temperature difference between the beginning and the end.
4. Dissipation coefficient; at a specified ambient temperature, the ratio of the change in power dissipation of the thermistor to
its corresponding temperature change.
 
Application
 
● Air conditioners, refrigerators, freezers, water heaters, water dispensers, heaters, dishwashers, disinfection cabinets,
washing machines, dryers and other home appliances.
● Automobile air conditioner, water temperature sensor, intake air temperature sensor, engine
● Switching power supply, UPS uninterruptible power supply, frequency converter, electric boiler, etc.
● Intelligent toilet, electric blanket, etc.
 

Working principle of temperature sensor

Using the NTC thermistor under a certain measurement power, the resistance value drops rapidly as the temperature rises.
Utilizing this feature, the NTC thermistor can be used to determine the corresponding temperature by measuring its resistance
value, so as to achieve the purpose of detecting and controlling the temperature.
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Conventional product electrical performance parameters
 

Part No. R25�
(KΩ)

B(K)
25/50� Rated Power @25�(mW) Dissipation Factor(δ)

(mW/�)
Thermal time
Constant (S)

TS502□3274A 5.0 3274 10-20 2-4 5-20
TS502□3435B 5.0 3435 10-20 2-4 5-20
TS502□3470A 5.0 3470 10-20 2-4 5-20
TS502□3950A 5.0 3950 10-20 2-4 5-20
TS103□3274A 10.0 3274 10-20 2-4 5-20
TS103□3435B 10.0 3435 10-20 2-4 5-20
TS103□3470A 10.0 3470 10-20 2-4 5-20
TS103□3950A 10.0 3950 10-20 2-4 5-20
TS103□4100A 10.0 4100 10-20 2-4 5-20
TS153□3950A 15.0 3950 10-20 2-4 5-20
TS153□4100A 15.0 4100 10-20 2-4 5-20
TS203□3950A 20.0 3950 10-20 2-4 5-20
TS203□4100A 20.0 4100 10-20 2-4 5-20
TS223□4200A 22.0 4200 10-20 2-4 5-20
TS403□3928A 40.0 3928 10-20 2-4 5-20
TS503□3950A 50.0 3950 10-20 2-4 5-20
TS503□4100A 50.0 4100 10-20 2-4 5-20
TS104□3950A 100.0 3950 10-20 2-4 5-20
TS104□4100A 100.0 4100 10-20 2-4 5-20

TS104□4400A 100.0 4400 10-20 2-4
5-20
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