
32VDC 25A To 175A Mini Car Fuse Small Bolt Type Forklift Automotive Flat
And Bolt Type Fuses

Basic Information

China

LINKUN

RoHS

ANS

1000 pieces

Negotiation

1000PCS/Bag

10-15 days

L/C, D/A, D/P, T/T, Western Union

100,000 pieces/month

Product Specification

Flat Type ANS Bolt-on Fuse

25A-175A

32V DC

Zinc Alloy, Phosphor Copper Alloy

Middle

Nickel Plating

Flat Type

Automotive

175A Mini Car Fuse, Mini Car Fuse Bolt Type

More Images
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Place of Origin:

Brand Name:

Certification:

Model Number:

Minimum Order
Quantity:

Price:

Packaging Details:

Delivery Time:

Payment Terms:

Supply Ability:

Product Name:

Rated Current:

Rated Voltage:

Material:

Fusing Speed:

Plating:

Type:

Usage:

Highlight:

Dongguan Linkun Electronic Technology Co., Ltd.
lk-thermistor.com
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Product Description

Product Description:
Mini Small Size Bolt On Forklift Automotive Car Auto Vehicle Flat Type ANS Bolt-on Fuse
 
ANS Bolt-on Fuse

Current: 30A-300A

Voltage: 32VDC

Material: zinc alloy, phosphor copper alloy

Certification: ROHS
 

 
Functional Characteristics of ANS Bolt-on Fuse
 

TESTING CURRENT BLOW TIME LIMIT

100% 100Hr. minimum

110% 4Hr. minimum

150% 90seconds-3600seconds

200% 5seconds -100seconds

300% 0.5sec-15sec
 

Rating Material T1(Mm) D(Mm)
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Features of Flat Type ANS Fuse
 
* Reliable Circuit Protection

* High Conductivity Plating

* Maximum Current Transfer
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* 30-300 Amp current range

* ANS style fuses
 
Description of Car ANS Fuse
 
1. the fuses shown are for in motor vehicles, boats and trailers to protect not intended to restrict the design and use of other
configurations and materials copable of meeting the vehicle requirements.
 
2. A fuse is a device designed to interrupt the electrical circuiut when subjected to overcents. This action is to be nonreversible and the
fuse is intended to be replaced after the circuit, malfunction has been corrected.
 
Dimension(Unit:mm) of Automotive ANS Fuse
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Car Fuse - Product Overview
The Car Fuse is a vital component for any vehicle's electrical system, providing protection against short circuits and overloading. Made
from high quality materials and designed to meet industry standards, our Car Fuse is the perfect choice for your automotive needs.
Product Attributes:

Body: Made from durable PC/PA material, our Car Fuse is designed to withstand extreme temperatures and provide reliable
performance.
Voltage Rating: Designed to handle up to 32 volts, our Car Fuse is suitable for use in a wide range of vehicles.
Rated Current: Available in a range of options, from 20A to 120A, our Car Fuse can meet the specific needs of your vehicle's electrical
system.
Metal: Our Car Fuse is made from high quality zinc alloy, providing superior strength and durability.
Breaking Capacity: With a low breaking capacity, our Car Fuse is designed to break quickly in the event of a short circuit or overloading,
preventing damage to your vehicle's electrical components.
But what sets our Car Fuse apart from others on the market is the inclusion of a RED LED Indicator, following the SAE J1284 standard.
This feature allows for easy identification of a blown fuse, saving you time and hassle in troubleshooting electrical issues in your vehicle.
Available Options:
Our Car Fuse is available in a variety of options to meet your specific needs:
Mini Automotive Fuses: Available in 2A, 3A, 4A, 5A, 7.5A, 10A, 15A, 20A, 25A, and 30A options, our mini fuses are perfect for smaller
vehicles or those with limited space for fuse boxes.
150A Automotive Micro Fuses: For larger vehicles and heavy-duty electrical systems, our 150A micro fuses provide reliable protection
and performance.
No matter which option you choose, our Car Fuse has a universal 32V rating, making it suitable for use in a wide range of vehicles.
Invest in the best protection for your vehicle's electrical system with our Car Fuse. Trust the quality, reliability, and convenience of our
product to keep you on the road and worry-free.
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Features:
A

Technical Parameters:

Technical Parameters Car Fuse

Terminal Type Blade

Voltage Rating 32 Volts

Breaking Capacity Low

Rated Voltage 32V DC

Body PC/PA

Standards According To SAE J1888

Rated Current 20A-120A

Metal Zinc Alloy

Size 29.3x34.1x8.8mm

Usage Automotive

 

Key
Feature
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Description
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Other
Keywor
ds

ATT, 30 Amp, Low Profile, Micro Mini Blade Fuse, Plug In, PC PA Material, 5A-15A Automotive Micro Fuses,
3 Terminal, Tiny Blade Legs, 5A-30A ATA, Car, Micro 2 Blade Fuse, Nylon PA66 Housing, Long Leg,
Automotive

 

Applications:
Car Fuse - LINKUN
Are you tired of constantly replacing blown fuses in your car? Look no further than LINKUN Car Fuse, the ultimate solution to your
automotive electrical problems. Our fuses are made with high-quality materials and advanced technology, ensuring the safety and
reliability of your vehicle's electrical system.
Brand Name: LINKUN
As a leading manufacturer and supplier of automotive fuses, LINKUN has established a strong reputation for providing top-quality
products to customers worldwide. We are committed to providing innovative solutions for the automotive industry and our Car Fuse is no
exception.
Model Number: ATM
Our Car Fuse is available in the model number ATM, which stands for Automotive Micro Fuses. These fuses are specifically designed for
use in automobiles, making them the perfect choice for your car's electrical needs.
Place of Origin: China
Our Car Fuse is proudly made in China, where we have a state-of-the-art manufacturing facility equipped with the latest technology and



highly skilled workers. This allows us to ensure the highest quality standards and produce fuses that meet the specific needs of our
customers.
Body: PC/PA
The body of our Car Fuse is made with a combination of PC (polycarbonate) and PA (polyamide) materials. This makes the fuse strong,
durable, and resistant to high temperatures, ensuring its longevity and reliability in your car's electrical system.
Size: 29.3x34.1x8.8mm
Our Car Fuse has a compact size of 29.3x34.1x8.8mm, making it easy to install and fit into tight spaces in your car. This also makes it a
perfect replacement for your old fuses, without the need for any modifications or adjustments.
Shape: Blade Type
The shape of our Car Fuse is a blade type, which is the most commonly used shape in automotive fuses. The blade shape allows for easy
installation and replacement, without the need for any special tools.
Voltage Rating: 32 Volts
Our Car Fuse has a voltage rating of 32 Volts, making it suitable for use in most cars and light trucks. It can handle high electrical loads
and provide reliable protection for your vehicle's electrical system.
Rated Voltage: 32V DC
In addition to the voltage rating, our Car Fuse is also rated for 32V DC (direct current). This means that it can withstand high levels of
current flow and protect your car's electrical system from damage.
150A Automotive Micro Fuses
Our Car Fuse has a high amperage rating of 150A, making it suitable for use in a wide range of automotive applications. It can handle
high current loads and provide reliable protection for your car's electrical components.
5A-15A Automotive Micro Fuses Plug In 3 Terminal Tiny Blade Legs
Our Car Fuse is available in a range of amperages, from 5A to 15A. It also features 3 terminal tiny blade legs, allowing for easy plug-in
installation. This makes it the perfect choice for any automotive electrical system.
32V Automotive Micro Fuses
Our Car Fuse is specifically designed for use in automotive applications, with a voltage rating of 32V. This ensures that it can provide
reliable protection for your car's electrical components, even under high load conditions.
Conclusion
In conclusion, LINKUN Car Fuse is the ideal solution for your automotive electrical needs. With its high-quality materials, compact size,
and reliable performance, it is the perfect choice for any car or light truck. So why wait? Upgrade your car's electrical system with LINKUN
Car Fuse today!
 

Customization:
Customized Service for LINKUN Car Fuse
Brand Name: LINKUN
Model Number: ATM
Place of Origin: China
Body: PC/PA
Voltage Rating: 32 Volts
Break Speed: Fast
Standards: According to SAE J1888
Rated Voltage: 32V DC
Features:
RED LED Indicator : easily indicates when the fuse is blown, saving time on troubleshooting.
SAE J1284 Mini Automotive Fuses : conforms to industry standards, ensuring quality and reliability.
2A 3A 4A 5A 7.5A 10A 15A 20A 25A 30A : a wide range of amp ratings to meet different voltage requirements.
5A-15A Automotive Micro Fuses Plug In 3 Terminal Tiny Blade Legs : compact and easy to install, perfect for automotive
applications.
5A-30A ATA Car Micro 2 Blade Fuse Nylon PA66 Housing Long Leg : made of high-quality materials for durability and safety.
 

Packing and Shipping:
Car Fuse Packaging and Shipping
The Car Fuse is a vital component for any car's electrical system. To ensure its safe arrival and proper use, we have designed a
packaging and shipping process that meets the highest standards.
Packaging
Each Car Fuse is individually packaged in a sturdy and protective box. The box is made of high-quality cardboard and is designed to
withstand any potential damage during transportation.
Inside the box, the Car Fuse is wrapped in bubble wrap to provide extra cushioning and protection. This ensures that the fuse stays in
place and does not get damaged in transit.
Shipping
We use reliable and efficient shipping services to deliver our Car Fuses to our customers. The shipping process includes careful handling
and tracking to ensure timely and safe delivery.
For international orders, we carefully package the Car Fuse in compliance with international shipping regulations to ensure smooth
customs clearance.
Once the Car Fuse is shipped, we provide our customers with a tracking number so they can monitor their package's journey and know
exactly when to expect its arrival.
At Car Fuse, we understand the importance of timely and secure delivery, and we strive to exceed our customers' expectations with our
packaging and shipping process.
 

FAQ:
Q: What is the brand name of this product?
A: The brand name of this product is LINKUN.



Q: What is the model number of this product?
A: The model number of this product is ATM.
Q: Where is this product made?
A: This product is made in China.
Q: Can this product be used in all car models?
A: Yes, this product is compatible with most car models.
Q: Is this product durable?
A: Yes, this product is designed to be durable and long-lasting.
Q: How do I know if the fuse is blown?
A: If the fuse has a broken wire or a burnt appearance, it is likely blown.
Q: Can I replace the fuse myself?
A: Yes, as long as you follow the proper steps and precautions, you can replace the fuse yourself.
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Room 101, No. 21, Huayuanzai Road, Chongmei, Chashan Town, Dongguan City, Guangdong Province

Dongguan Linkun Electronic Technology Co., Ltd.
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