
Over Current Protection Surface Mount Fuse 1206 0603 1812 1210 0805 6V-
300V 50mA ~ 10A SMD Package Fuse

Basic Information

China DongGuang

LINKUN

2410 SBF

2000 pieces

Negotiation

3000pcs Tape&Reel

5-7 days

L/C, D/A, D/P, T/T, Western Union

100,000 pieces/month

Product Specification

50mA-15A

125V 250V 300V

1206 0603 1812 1210 0805

SMD Ceramic Fuse

125V@100A Ac 50A @250V/300Vac

Over Current Protection

Ag Plated Brass

Ceramic

Ceramic

SMD Fuse 1206 0603 1812 1210 0805 6V-
300V 50mA ~ 10

Over Current Protection Surface Mount Fuse, 
Surface Mount Fuse 50mA
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Quantity:
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Packaging Details:

Delivery Time:

Payment Terms:
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Rated Current:
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Size:
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Breaking Capacity:

Application:
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Body:
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Product Description

Product Description:
SMD Fuse 1206 0603 1812 1210 0805 6V-300V SMD Package Fuse
 
 

Rated Voltage Agency Ampere Range Agency File Number

125V/250V/300V
UR 50mA ~ 10A E468765

C-UR 50mA ~ 10A E468765
 
 
 
 
Dimensions and Structure
 
Unit: mm

Material Details
 

 
NO

 
Part Name

 
Material

�  
Cap

 
Ag Plated Brass

�  
Body

 
Body

�  
Fuse element

 
Alloy

�  
Filled None

 
Rated

Rated voltage
Maximun voltage

Breaking capacity
I2T

UR
current drop(mv) A2s
50mA  5000  0.01 �
63mA  4400  0.02 �
100mA  3500  0.04 �
125mA  2500  0.06 �
160mA  2200  0.08 �
200mA  1800  0.09 �
250mA  1400  0.11 �
315mA  1300  0.14 �
400mA  1000  0.26 �
500mA 125V(SGT) 900  0.5 �

630mA 800 0.8 � 
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800mA 300V(SMT) 600 125V@100A ac 1.5 �
1.0A 125V(50mA~15A) 500 50A @250V/300Vac 2.3 �

1.25A 250V(50mA ~10A) 400  3.2 �
1.6A 300V(50mA ~10A) 300  5.9 �
2.0A  300  7.8 �
2.5A  300  10 �

3.15A  300  23 �
4.0A  300  39 �
5.0A  300  58 �
6.3A  300  95 �
8.0A  220  150 �

10.0A  220  210 �
15A  200  320 �

 
 
Scope of Application

This product is suitable for various kinds of electronic devices’ circuit over current protection. Widely used in industrial of Lighting, Power
supply and Adapter applications, etc.
 
 
Standards and Agency Approvals
 
Standards:In accordance with UL248-1;UL248-14.
 
 
Appearances and Configuration
 
There shall not be any remarkable stain and crack on the appearances, markings shall be easily legible.
Configuration:No Lead End Cap or Axial Leaded Miniature Ceramic Tube Fuse.
 
 
Packaging
 
Catalog number, ratings (voltage, current), interrupting type and safety mark.
The packing material conforms to ROHS/REACH/HF environmental protection request. And the packing materials will not have the
chemical reaction with the components.
 
Every 1000 PCS for 1 roll
Each box 1 volume
 
 
Opening Time
 

% of Ampere Rating Opening Time(UL)
100% >4 Hours
200% <120 sec

 

When choosing the fuse's specification, if the operating environmental temperature beyond the scope from 20~30�,
engineer should consider the environmental temperature's affection to fuses. Please refer: Temperature Rerating
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Installation Recommendations

/ mm inch
L 8.7 0.343
H 2.9 0.114
G 3.0 0.118

 

Reflow Condition Pb-Free assembly

Pre
heat
ing

-Temperature Min Ts(min) 150�

-Temperature Max
Ts(man) 200�

-Time Max 120 secs

Sold
erin

g

-Temperature
(TL)(Liquidus) 260�

-Time Max (TL) 60 secs

-Temperature (TP) Max 260�

-Time Max (TP) 10 secs
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Surface Mount Fuse: The Ultimate Solution for Circuit Protection
Introduction
The Surface Mount Fuse, also known as SMD Fuse, is a small, compact and highly reliable electronic component designed for circuit
protection. It is an essential component in modern electronic devices, ensuring the safe and efficient operation of the circuit.
Product Description
The Surface Mount Fuse is a part of the SinglFuse family, specifically designed for surface mount applications. It is available in various
sizes, including 6125 Brick Surface Mount Fuses and SMD 0603 Surface Mount Fuses, to cater to different circuit requirements.
Mounting
The Surface Mount Fuse is designed for SMD (Surface Mount Device) mounting, making it easy to install on the surface of a printed
circuit board (PCB). This eliminates the need for through-hole mounting, saving space and reducing the overall size of the circuit.
Tradename
The Surface Mount Fuse is part of the SinglFuse family, a trusted brand known for its high-quality and reliable electronic components.
With SinglFuse, you can be assured of superior protection for your circuit.
Factory Pack Quantity
The Surface Mount Fuse is available in factory pack quantities of 1000 pieces, making it convenient for large-scale production and
reducing the cost per unit.
Voltage Options
The Surface Mount Fuse is available in a voltage rating of 350V, making it suitable for a wide range of electronic devices and circuits.
Power Options
The Surface Mount Fuse is available in various power options, including 0.125W, 0.25W, 0.5W, 1W, and 2W, providing flexibility for
different circuit requirements.
Features and Benefits

Highly reliable and efficient circuit protection
Compact size for space-saving installation
Available in various sizes and power options for flexibility
Designed for SMD mounting for easy installation
Part of the trusted SinglFuse family
Available in factory pack quantities of 1000 pieces for cost savings
Applications
The Surface Mount Fuse is suitable for a wide range of electronic devices and circuits, including:
Mobile phones and tablets
Laptops and computers
Printers and scanners
Consumer electronics
Industrial equipment
Automotive electronics
And more
Conclusion
The Surface Mount Fuse is the ultimate solution for circuit protection in modern electronic devices. With its compact size, high reliability,
and various options, it is the go-to choice for engineers and manufacturers alike. Choose the SinglFuse Surface Mount Fuse for efficient
and reliable circuit protection.
 

Features:
Product Features of Surface Mount Fuse:

Product Name: Surface Mount Fuse
Width: 0.81 Mm
UL Recognized: 1A-20A
Package: Tape In Reel



Tradename: SinglFuse
Fuse Element: Cu-Ag Alloy Wire
SMD 0603 Surface Mount Fuses
1032 1031 SMD Surface Mount Fuses
6125 Brick Surface Mount Fuses
 

Technical Parameters:

Attribute Value

Product Name SinglFuse SMD 0603 Surface Mount Fuses

Part Number 1032 and 1031

Power 0.125W, 0.25W, 0.5W, 1W, 2W

Package Tape In Reel

Fuse Element Cu-Ag Alloy Wire

Rated Current 2A

Voltage 350V

UL Recognized 1A-20A

Gross Weight 0.15 G

Tradename SinglFuse

Factory Pack Quantity 1000

Resistance Tolerance F=±1%,G=±2%,J=±5%

 

Applications:
Surface Mount Fuse - LINKUN
LINKUN Surface Mount Fuse, also known as 2410 SMD Fuse, is a type of 1032 1031 SMD Surface Mount Fuse in the 6125 Brick
Surface Mount Fuses series. It is widely used in various industrial equipment and power supplies for circuit protection.
The 2410 SBF model is produced in China DongGuang by LINKUN, a reputable manufacturer of electronic components. This product is
designed to provide reliable and efficient protection for electronic circuits in a compact and convenient form.
The Surface Mount Fuse has the following key attributes:
Speed: Slow Blow
Width: 0.81 mm
Gross Weight: 0.15 g
Mounting: SMD (Surface Mount Device)
Current Ratings: 50mA-15A
This product is designed for easy and efficient installation on a printed circuit board (PCB). It is generally used as a secondary protection
component in electronic circuits, providing protection against overcurrent and short circuits.
The slow blow characteristic of the Surface Mount Fuse allows for a short period of overcurrent to pass through without blowing the fuse.
This makes it suitable for use in applications where there may be occasional power surges or inrush currents.
The compact size of the Surface Mount Fuse makes it ideal for use in small electronic devices and equipment. It also allows for a higher
density of components on the PCB, making it a preferred choice for space-constrained applications.
The 2410 SBF model offers a wide range of current ratings, from 50mA to 15A, making it suitable for a variety of electronic circuits and
equipment. It is commonly used in power supplies, battery chargers, audio amplifiers, and other electronic devices.

Brand Name LINKUN

Model Number 2410 SBF

Place of Origin China DongGuang

Speed Slow Blow

Width 0.81 mm

Gross Weight 0.15 g

Mounting SMD

Current Ratings 50mA-15A
In summary, the LINKUN Surface Mount Fuse is a reliable, efficient, and compact solution for circuit protection in various industrial and
electronic applications. With its slow blow characteristic, compact size, and wide range of current ratings, it is a highly versatile and
sought-after product in the electronics industry.
 

Customization:
Customized Service for Surface Mount Fuse

Brand Name: LINKUN



Model Number: 2410 SBF
Place of Origin: China DongGuang
Package: Tape In Reel
Ul Recognized: 1A-20A
Rated Current: 2A
Spq: 1500PCS Per Reel
Mounting: SMD
If you are looking for reliable and high-quality surface mount fuse solutions, LINKUN has got you covered. Our SMD fuses are designed to
meet your specific requirements and provide excellent protection for your electronic devices.
Our SMD 0603 surface mount fuses, also known as 2410 SMD fuses, are compact and ideal for applications where space is limited. With
a rated current of 2A and Ul recognized for 1A-20A, our fast-acting SMD fuses ensure the safety and reliability of your devices.
The package of our surface mount fuses is tape in reel, making it convenient for automated assembly. Each reel contains 1500PCS of
fuses, saving you time and effort in restocking.
Choose LINKUN for your surface mount fuse needs and experience our exceptional customized service. Contact us now to learn more.

 

Packing and Shipping:
Surface Mount Fuse
Packaging and Shipping
Surface Mount Fuse comes in a variety of packaging options to best fit your needs. All fuses are packaged in a protective material to
ensure safe delivery.
Packaging Options:

Individual packaging: Each fuse is individually packaged in a plastic bag with a label indicating the product name, model number, and
specifications.
Bulk packaging: Fuses are packaged in bulk in a plastic bag or box, with a label indicating the product name and model number.
Tape and reel packaging: Fuses are packaged on a tape and reel according to industry standards, with a label indicating the product
name, model number, and quantity per reel.
For larger orders, customized packaging options are available upon request.
Shipping:
Surface Mount Fuse can be shipped worldwide via air, sea, or ground transportation. Our standard shipping method is via DHL Express,
unless otherwise specified by the customer.
All orders are carefully packed and shipped within 1-2 business days of receiving payment. Shipping times may vary depending on the
destination and shipping method chosen.
For urgent orders, expedited shipping options are available at an additional cost.
Please note that customers are responsible for any additional customs fees, taxes, or duties that may be incurred during shipping.
For any further questions regarding packaging and shipping, please contact our customer service team at https://www.lk-thermistor.com/

 13423305709  huangju@lk-ptc.com  lk-thermistor.com

Room 101, No. 21, Huayuanzai Road, Chongmei, Chashan Town, Dongguan City, Guangdong Province

Dongguan Linkun Electronic Technology Co., Ltd.


	Over Current Protection Surface Mount Fuse
	Surface Mount Fuse 50mA
	Product Description:
	Features:
	Technical Parameters:
	Applications:
	Customization:
	Packing and Shipping:


